UNIT A - BIG SUR

First Floor
Size -- Entire opening (96")
Material -- Tempered glass either single or thermopane

in clear or bronze tint

Style --  Four panels
Color --  Bronzed Aluminum

End Door (where applicable)

Two panels with one sliding or fixed bottom half with
two panels above, one sliding.

Second Floor

End Door (where applicable)
See unit A, first floor

KEEP SCREEN AND RAILING
UNIT B -1, 2 & 3 (Bikinis - all are second floor)
Size --  Entire opening, use standard 96" door, taking it above
the facing board inside, or custom fit opening.
Material ~Tempered glass either single or thermopane
in clear or bronze tint
Style --  Four panels (cleaning is easier if all slide)

Color -- Bronzed Aluminum

End Door (where applicable)
See Unit “"A”

KEEP SCREEN AND RAILING

To Be retained in Owner File



UNIT B-4
Size — Entire opening (86")

Material - Tempered glass either single or thermopane
Clear or tinted bronze

Style --  Four panels

Color -- Bronzed Aluminium

TOWNHOUSE

First Floor

Size --  Door size same as Big Sur with wood installation above
covered with bronzed aluminum.

Material —Tempered glass either single or thermo-pane
Style --  Four Panels

Color -- Bronzed aluminum

KEEP SCREEN AND RAILING.

STORM DOOR - ALL UNITS

Material — tempered glass, two panels with screen or full glass

Color --  Bronzed aluminum or paint the aluminum to match
doors in your association.

Style --  No other style than the plain self-storing or solid glass
is accepted.

ALL WINDOW FRAMES WILL NOT EXCEED A1 3/8 " REVEAL

To Be retained in Owner File



Living Room Two-Panel Doors
89 Series XX AJ Alum Frame, DP +67.50/-67.50
FPA #10272.1, 8950 3” Alum Panel, 18x16
Screen, 8068, Bronze Frame, Std Sill Riser
1697 (5/8"), All Stainless-Steel Hardware
FL Low E240, Insulated, Tempered
Thumb Turn Only, AL Fixed Panel Clips
(No Screen)
ASTM Gold Labeling
Dimensions, DLO: 959/16” x 79 %" (47 %" wide panels)

Bedroom Two-Panel Doors
89 Series XX Al Alum Frame, DP +67.50/-67.50
FPA #10272.1, 8950 3” Alum Panel, 18x16
Screen, 8068, Bronze Frame, Std Sill Riser
1697 (5/8”), All Stainless-Steel Hardware
FL Low E240, Insulated, Tempered
Thumb Turn Only, AL Fixed Panel Clips
Screen (47 %" x 79 %")
ASTM Gold Labeling
Dimensions, DLO: 959/16” x 79 %" (47 %" wide panels)

Living Room Three-Panel Doors

89 Series OXO CDE Left Side, Alum Frame

SGD DP +67.50/-67.50, FPA #10272.1, 8950 3 inches.

Alum Panel, Impact, 18x16 Screen, Custom

Size, Bronze Frame, Std Sill Riser, 1697 (5/8”)

All Stainless-Steel Hardware

FL Low E240, Insulated, Tempered

Thumb Turn Only, AL Fixed Panel Clips

Screen (39 5/8” x 79 %")

HVHZ Gold Labeling

Dimensions, DLO: 120" x 79 %" (39 5/8” wide panels)
Glass Specifications

Exterior Glass

Product Cardinal LoE 240
Thickness 9/16” laminated
Color Blue
Tint Color Gray

Tint % (Inside to Outside Transmittance) 40%,



Space Between Glass
Width
Material (Air or Argon)

Interior Glass
Product
Thickness
Color
Tint

Total Glass Width
Glass UV Rating, (0 is 100 blocking)
Glass U-Factor (Center of Glass)
Glass Solar Heat Gain Coefficient
Glass Energy Star Rating (Yes or No)
Mullions

Material

Color

Thickness

Master Frame

Panels
Width

5/16”
Argon

Cardinal LoE 240
1/8”

Blue

Clear

linch

0.14

0.30/0.25

0.76 /0.37

Yes

Aluminum
Bronze

65/8"
2”
3” (edge to glass)



